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[0226] In some embodiments, the network entity may
receive, from the UAV and/or UAC, a control mode change
confirmation. In some embodiments, the control mode
change confirmation may include at least a UAV identifier
(UAV ID) associated with the UAV and/or a UAC identifier
(UAC ID) associated with the UAC.

[0227] FIG. 22 illustrates a block diagram of yet another
example of a method for transferring control of an
unmanned aerial vehicle (UAV) to an unmanned aerial
system (UAS) traffic management system (UTM), in some
embodiments. The method shown in FIG. 22 may be used in
conjunction with any of the systems, methods, or devices
shown in the Figures, among other devices. In various
embodiments, some of the method elements shown may be
performed concurrently, in a different order than shown, or
may be omitted. Additional method elements may also be
performed as desired. As shown, this method may operate as
follows.

[0228] At 2202, a Third-Party Authorized Entity (TPAE)
may receive, from a UTM, such as UTM 108, tracking
information associated with the UAV and/or a UAC asso-
ciated with the UAV, e.g., such as UAV 132 and/or UAC
122. In some embodiments, the TPAE may be implemented
by a computer system, e.g., a server, or in “the cloud”
outside of (e.g., “behind”) the cellular network and/or out-
side of (e.g., “behind”) the UTM. Thus, a server may
implement TPEA functionality (which may be a combina-
tion of hardware and software) for coordinating operation
and data traffic between one or more of the UAVs and one
or more of the UAV controllers, e.g., via instructions pro-
vided to a UTM. In some embodiments, the tracking infor-
mation may include at least a UAV identifier (UAV ID)
associated with the UAV and/or a UAC identifier (UAC ID)
associated with the UAC. In some embodiments, the UAV
may be in a first control mode in which a UAC controls the
UAV via a cellular radio access network (RAN), e.g., such
as a 5G RAN. In some embodiments, the first control mode
may be a Network-Assisted control mode. In some embodi-
ments, the UTM may be implemented by a computer sys-
tem, e.g., a server, or in “the cloud” outside of (e.g.,
“behind”) the cellular network, e.g., the radio access net-
work. Thus, a server may implement UTM (UAS Traffic
Management) functionality (which may be a combination of
hardware and software) for coordinating operation and data
traffic between one or more of the UAVs and one or more of
the UAV controllers. It is noted that each cellular network
provider may implement its own UTM. In some embodi-
ments, the tracking information may be and/or include at
least one of periodic tracking information and/or event
tracking information.

[0229] In some embodiments, periodic tracking informa-
tion may include at least one of (and/or any of, any com-
bination of, and/or all of) UAV navigational properties, a cell
identifier associated with the UAV, a tracking area code
(TAC) identifier associated with the UAV, and/or global
positioning system (GPS) information associated with the
UAV. In some embodiments, UAV navigational properties
may include one or more of (and/or any of, any combination
of, and/or all of) UAV speed, UAV orientation, and/or UAV
altitude. In some embodiments, GPS information may
include one or more of (and/or any of, any combination of,
and/or all of) a current position or location of the UAV
and/or a destination location or destination coordinates of
the UAV. In some embodiments, the periodic tracking infor-
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mation may further include at least one of (and/or any of,
any combination of, and/or all of) a C2 link communication
quality as reported by one of the UAV or UAC, a radio
frequency measurement report as measured by one of the
UAV or UAC, and/or radio resource control (RRC) status of
the UAC.

[0230] In some embodiments, event tracking information
may include a C2 communication mode change request
and/or a cause code associated with the C2 communication
mode change request. In some embodiments, the cause code
may include at least one of (and/or any of, any combination
of, and/or all of) a UAC control release cause code, a UAC
control suspend cause code, a UAC control resume cause
code, and/or a UAC lost cause code. In some embodiments,
the UAC control release cause code may be associated with
a power level of the UAC dropping below a threshold. In
some embodiments, the UAC control suspend cause code
may be associated with the UAC detecting and/or determin-
ing entry of the UAV into a designated area. In some
embodiments, UTM-Navigated control mode may be
required while in the designated area. In some embodiments,
the UAC control resume cause code may be associated with
the UAC detecting and/or determining exiting of the UAV
from a designated area. In some embodiments, the UAC lost
cause code may be associated with the UAV not receiving
any C2 commands from the UAC within a specified period
of time.

[0231] At 2204, the TPAE may determine to switch the
UAV from the first control mode to a second control mode,
e.g., based on the tracking information. In some embodi-
ments, the second control mode may include the UTM
providing navigational control of the UAV. In some embodi-
ments, the second control mode may a UTM-Navigated
control mode.

[0232] In some embodiments, determining, based on the
tracking information associated with the UAV, to switch the
UAV from first control mode to the second control mode
may include determining that the UAV is entering a desig-
nated area. In some embodiments, UTM-Navigated control
mode may be required while in the designated area. In some
embodiments, the designated area is specified by at least one
of an air traffic control policy or a government policy.

[0233] In some embodiments, determining, based on the
tracking information associated with the UAV, to switch the
UAV from the first control mode to the second control mode
may include determining that the UAC is unable to com-
municate with the UAV. In some embodiments, determining,
based on the tracking information associated with the UAV,
to switch the UAV from the first control mode to the second
control mode may include determining that the UAC is
initiating the switch based on at least one of a UAC control
release cause code and/or a UAC control suspend cause
code. In some embodiments, determining, based on the
tracking information associated with the UAV, to switch the
UAV from the first control mode to the second control mode
may include determining that the UAV is initiating the
switch based on a UAC lost cause code.

[0234] At 2206, the TPAE may send, to the UTM, a
control mode change request. In some embodiments, the
control mode change request may include at least a UAV
identifier (UAV ID) associated with the UAV and/or a UAC
identifier (UAC ID) associated with the UAC. In some



